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This guide covers installation of the ORIMA® LE2 tubular snow retention system on single lock and double lock 
mechanical standing seam metal roofs. Read all instructions before beginning installation. Follow project-specific layout 
drawings for row spacing and bracket placement. 

NOTE: Use hex screws M8 × 35, strength class 8.8 per ISO 898. Do not substitute with lower-grade 
fasteners. 

System Overview 

Product ORIMA® LE2 Steel Tubular Snow Guard System 

Roof Type Mechanical Lock Standing Seam (Single Lock, Double Lock) 

Attachment Non-penetrating seam clamp — no roof penetrations 

Max. Bracket Spacing 1,200 mm (48") 

Max. Pipe Extension 150 mm (6") beyond last bracket 

Fastener M8 × 35 hex screw, class 8.8 (ISO 898) 

Components — One Set (SLEA) 

No. Part Product No. Qty 

1 Snow Guard Pipe 3.0 m 31010 2 

2 Sheet Fastener Kit (Seam Clamp) 35640 4 

3 Hexagon Screw M8×35 17050 4 

4 Hexagon Nut M8 17020 4 

Pre-Installation 

Site Verification 

• Confirm roof panels are fully installed and undamaged 

• Verify roof panel profile matches LE2 bracket specifications (mechanical lock seam) 

• Review project-specific layout drawing for row locations and bracket spacing 

• Confirm snow load and roof pitch match the approved spacing table 

Recommended Installation Location 

• Install the first row directly above the exterior wall line or higher 

• If installed closer to the eaves, confirm the structure can carry the full snow load 

• Additional rows: per project-specific load calculations (see Snow Guards Calculator at saferoofexperts.com) 

Installation Procedure 

Step 1 — Prepare the Brackets 

1. Lift the fastener (seam clamp) open before placing on the seam. 

2. Position bracket over the standing seam at the marked location. 
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3. Lower the fastener onto the seam and align it squarely. 

Step 2 — Tighten the Brackets 

4. Insert M8 × 35 hex screws (class 8.8) through bracket holes. 

5. Thread M8 hex nuts and hand-tighten. 

6. Tighten bolts until the apparent elastic limit: sides of the clamp must come closer together but must NOT become 
dented or twisted. 

7. Repeat for all brackets in the row. Typical spacing: 812 mm (32") on 406 mm (16") seam panels. Maximum: 
1,200 mm (48"). 

Step 3 — Install the Tubes 

8. Slide the two snow guard pipes (3.0 m each) through the bracket slots. 

9. Align pipes parallel to the eave across the full width of the roof. 

10. For continuous runs longer than 3.0 m, extend pipes end-to-end. Maximum pipe extension beyond the last 
bracket: 150 mm (6"). 

11. Pipes are interlocked to prevent sliding — confirm locking mechanism is engaged at each joint. 

Step 4 — Verify and Inspect 

12. Check torque on all clamp bolts after full row is installed. 

13. Verify pipe alignment is parallel to eave with no sag between brackets. 

14. Confirm spacing matches approved layout drawing. 

15. Remove installation debris from roof surface. 

Installation by Seam Type 

Single Lock Standing Seam Standard bracket orientation. Lift fastener before placing on seam. 

Double Lock Standing Seam Standard bracket orientation. Lift fastener before placing on seam. 

Standing Seam (flat top) Lift fastener. Refer to ORIMA detail drawing for bracket angle. 

WARNING: Do not install on snap-lock profiles without confirming compatibility.  

After Installation 

• Touch up any scratches on powder coating with approved repair kit (RAL-matched spray) 

• Protect installed system from construction traffic until project completion 

• Do not use snow guards as anchor points for fall protection systems 

Reference Documents 

Document Location 

LE2 Product Data Sheet saferoofexperts.com/technical-resources/ 

CSI Specification 07 72 53 saferoofexperts.com/technical-resources/ 

Snow Guard Spacing Calculator saferoofexperts.com/snow-guards-calculator/ 

CAD Drawing (PDF + DWG) saferoofexperts.com/technical-resources/ 

Declaration of Performance saferoofexperts.com/technical-resources/ 
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Technical Support 

Safe Roof Experts 
Toronto, ON, Canada 

saferoofexperts.com 
info@saferoofexperts.com 

+1 647 997 7084 
Layout reviews available 

For project-specific layout calculations, shop drawings, or product selection assistance, contact Safe Roof Experts. We serve roofing 
contractors, general contractors, and architects across Canada and the northeastern United States. 
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